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FS2484P2

WRT Simplex Grinder Pump Station

The WRT FS2484P2 is a complete grinder pump station M 3068 Progressive Cavity Pump
package optimized for pressure sewer systems The municipal designed Flygt M 3068 progressive cavity
grinder pump handles solids and fibers with ease by providing

optimal starting torque that ensures reliable operation.
Optimal pump station

The WRT FS2484P2 handles wastewater from households to
commercial building applications. For the best pumping
reliability, the station is equipped with a Flygt M 3068
progressive cavity grinder pump, in a rota-tionally molded
polyethylene self cleaning lift station.

Simplex Control Panel

The OEC-SIMPLEX control panel includes vital functions for pump
control and alarms and is designed to work in tandem with the
three point level sensing devise. Optional control accessories,
like generator receptacle or station monitoring, is available upon
Easy Installation request.

The polyethylene basin is supplied ready for immediate

installation. The anti-flotation flange and deep ridges work in

tandem with a concrete ballast to create a stable and Flygt Three Point Probe
trouble-free installation. The basin design accommodates The three point probe has no moving parts and works by using
flexibility in inlet location and accepts up to 6” inlet pipe. the conductive properties of the sewage to com-plete a circuit

with a controller. The Probe comes with a 10 year warrenty.
Height flexibility
The basin is supplied 84 inches deep and has

extensions available to reach depths of 10 feet. Local service and support
The FS2484P2 Simplex Grinder Pump Station comes with a 3
Adaptable to loads/weight year warranty (a 10 year warranty on the level sensing probe).

Water Resource Technologies provides 24/7 service with
service contracts available.

A robust fiberglass cover provides sturdy support for
pedestrian traffic. Upon request, the station can be designed to
accommodate H20 loads.

Standard components

» WRT Polyethylene Station

o Flygt M 3068 progressive cavity
grinder pump

» Simplex pump controller

it « Flygt Three point probe level sensor

Three point probe ; .

level sensing device Flygt M 3068.175 WRT Polyethylene Basin
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Flygt M 3068 Progressive Cavity
Grinder Pump

Performance data Technical data
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M 3068.175

Hydraulic code 450
Z Discharge (i
200 Rated power 1.7HP
& 150 Phase Tor3
= Voltage 230
£ 120 Rated current (A) 8.1 (230v/1ph)
80 6.7 (230v/3ph)
3.4 (460v/3ph)
40 Weight 84 lbs.
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Technical data

Technical data
Control Panel Probe Level Sensor
No. of pumps 1 ik Output signal 4-20mA
Power supply 230 volt/60 Hz/1 phase = Supply voltage 18-25 VDC, 3 wire
Thermal Magnetic (A)15 system
Pump Circuit Temperature range -4 to 122°F
B.reaker . . . Cable length 30 feet
Size (WxH in.) 15.6" x 17.4 Measurement range 6 inches between
Annunciation Local Alarm light sensors
& Buzzer I
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